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Plant leaves are studied by the analysis of the magnitude and phase spectra of their thickness
mechanical resonances. These resonances appear at ultrasonic frequencies and have been excited
and sensed using air-coupled ultrasounds. In spite of the complex leaf microstructure, the effective
medium approach can be applied to solve the inverse problem, at least in the vicinity of the first
thickness resonance. Results suggest that these resonances are sensitive to leaf microstructure,
composition water content and water status in the leaf. © 2009 American Institute of Physics.
doi:10.1063/1.3263138
Plant leaves are key elements of the structure of life as it
is there where the photosynthesis takes places. In addition,
they are the last stage of an important and intriguing plant
mechanism that permits to lift water from the soil up to the
canopy. This is commonly described by the cohesion-tension
theory, recently been tested in synthetic trees.1 The knowl-
edge of the way plant leaves operate, its mechanical and
microstructural properties can be useful for the design of
biologically inspired materials and is attracting a growing
interest.2–5
In the context of plant physiology, it is extremely inter-
esting to develop noninvasive procedures to monitor the dy-
namic of water movement through the plant in the context of
the plant-soil-atmosphere continuum model.6 Applications in
this field demand sensors capable of monitoring water in the
plant directly and online. Available techniques present seri-
ous difficulties as they are either too laborious or the equip-
ment are too complex or automation is not possible or they
are not fully noninvasive see Ref. 7.
Ultrasonic techniques have shown very strong capabili-
ties for materials noninvasive and nondestructive inspection.
These techniques have also been applied to study plant
leaves.8,9 However, these techniques cannot be used to study
variations of the water content or the turgor pressure in the
leaf for water immersion was used. Use of air-coupled ultra-
sounds is promising. Among many different applications, air-
coupled ultrasounds have been used for the study of syn-
thetic membranes.10,11 As these membranes exhibit some
similarities with plant leaves, try to adapt that technique to
plant leaves seems reasonable. Toward this end, it was nec-
essary to modify the technique to avoid the necessity to in-
dependently measure the thickness, which is not acceptable
in this case.
Let us consider two transducers located facing each
other. First, transmission from transmitter directly into the
receiver is measured, both magnitude and phase spectra
I0 and 0, respectively-: angular frequency- are
calculated and stored. Then the leaf is put in between the
transducers at normal incidence. Magnitude–I- and phase
-- spectra of the transmitted signal are again calculated.
Hence, the insertion loss M= I / I0 and the phase shift
==−0 are obtained.
The ratio  of transmitted to incident wave potentials
for normal incidence on a homogeneous and isotropic plate
can be analytically calculated see, for example, Refs
10–12. Transmission coefficient T, is defined as the ratio
of transmitted to incident energy fluxes, and is given by T
= 2. The plot of T versus frequency -Tf- shows a pattern
of thickness resonances located at:
n = 2vnn/2h, n = 1,2,3, . . . , 1
where v is the velocity in the plate and h is the thickness. For
our experimental set-up, following relations hold: T=M2 and
=−h /va, where  is the phase of .
If h is known and Tf is measured at least one reso-
nance is observed, solution of the inverse problem permits
us to obtain the following: v, , and density.10,11 On the
contrary, when reverberations in the plate are either negli-
gible or can be filtered out, then v can be obtained di-
rectly from , h, and v f the velocity of ultrasounds in the
fluid where the plate is immersed13,14
v = h/h/v f − / . 2
Presence of reverberations inside the plate introduces a phase
shift and  becomes a complex magnitude.12 This invalidates
the use of Eq. 2. However, at =n and if dissipation in
the plate can be neglected,  is real valued, and both phase
spectra with and without reverberations coincide. Therefore,
Eq. 2 holds at resonance. From Eqs. 1 and 2 and mea-
sured 1 and 1, velocity v and thickness hus can be
obtained. 1 can be measured from the frequency location of
either the maximum of M or the point of inflection of .
Attenuation coefficient at 1=2f1, —f1—is calculated
from the measured Q-factor of the resonance and the density
is calculated from the minimum value of T, as explained in
Refs 10 and 11. These data are used to calculate the theoret-
ical prediction for T. Fitting of the theoretical values into the
experimental data is performed by considering a power law
for the variation of the attenuation coefficient; f=f1
	f / f1m, 1
m
2, commonly used for different viscoelas-
tic and porous materials.15 Then, m is the unique fitting pa-aElectronic mail: tgomez@ia.cetef.csic.es.
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rameter. This nonnegligible attenuation may displace the
resonant frequency away from the condition given in Eq. 1,
this may require to recalculate the values of v and h along
the fitting procedure.
Ten different leaves of two evergreen species: Prunus
laurocerasus and Ligustrum lucidum and two deciduous:
Platanus x hispanica and Populus x euroamericana were
studied. The leaf life-span influences the composition of the
leaf; a longer life-span implies a higher percentage of
resinous substances in order to make the leaf harder and
more resistant; this feature is expected to affect the leaf ul-
trasonic properties. Average densities were; 780 Kg /m3,
950 Kg /m3, 870 Kg /m3, and 780 Kg /m3, respectively. In
all cases, leaf cross-section is a four-layered structure: upper
epidermis, palisade parenchyma PP, spongy mesophyll
SM, and lower epidermis. Epidermis is a dense packing of
flat cells with an external waxy cuticle, PP is a dense pack-
aging of elongated cells normal to the leaf plane and the
SM is a loose arrangement of cells with large intercellular
spaces filled with air and moisture. Typical thickness ratio
SM/PP is approximately 2, 
1, 1, and 1 for Prunus,
Ligustrum, Populus, and Platanus, respectively. The overall
ultrasonic properties of the leaves are expected to be largely
determined by the SM layer, where porosity is very high, 
should be very large and v very low.
Three pairs of air-coupled transducers center frequency
of 0.25, 0.75, and 1.2 MHz, circular aperture and diameter of
25, 20, and 20 mm, respectively were used.15,16 Transmitter-
receiver separation was between 1 and 2 cm and leaves were
located at normal incidence. Variations of the resonances
when the ultrasound beam is scanned over the leaf surface
were negligible. Figure 1 shows measured and calculated
assuming the leaf as a plane homogeneous and isotropic
plate M and  in the vicinity of the first thickness reso-
nance. One interesting feature is that plant leaves, though
being a complex, anisotropic, and heterogeneous material,
provide a first thickness resonance that is well described by
the theory for isotropic and homogeneous plates. Obtained
leaf parameters from the analysis of the first thickness reso-
nance appear in Table I. In addition, thickness was measured
using a micrometer —hmicrom—error5 m. hus is very
close to hmicrom, differences can be accounted for by the fact
that the leave deforms under the pressure of the micrometer.
Table I shows, for a given specie, a certain link between leaf
thickness and v and , which suggests a close relationship
between the ultrasonic parameters and either the leaf devel-
opment stage or the presence of a polluted environment,
which can give rise to a reduction of the PP layer. In addi-
tion, deciduous and evergreen species exhibit different ultra-
sonic properties.
As expected, measured v and  are similar to those ob-
tained for porous membranes.10,11 Under the action of the
ultrasounds the fibers bend and the vacuoles deform as solid
spheres in the Hertz problem. These deformation modes,
common in porous media, give rise to low elastic moduli and
hence, to low ultrasonic velocity.17
To determine whether the leaf layered structure has any
influence on Tf, Prunus and Ligustrum leaves were mea-
sured at higher frequencies, see Fig. 2. Theoretical predic-
tions encounter some of the following problems: the period-
icity of the resonances is altered and the value of Tf in
between resonances is lower than predicted. This behavior is
typical of a multilayered plate, where as frequency increases,
resonances of sublayers may become apparent, as well as the
coupling between them. It is also interesting that the increase
of the damping with the frequency is much more pronounced
for the Prunus than for the Ligustrum leaf. Both are ever-
green species but the Prunus leave exhibit a thicker SM
layer.
To determine velocity of shear waves, incidence angle of
the ultrasonic beam on the leaf was changed,18 however, no
evidence of shear waves was observed. Finally, the leaves
were measured using a conventional water immersion and
through transmission ultrasonic technique at 1.00 and 2.25
MHz see Table I. Differences between ultrasonic velocities
from different techniques can be explained considering that
leaves rehydrates when they are immersed in water. To verify
this, additional measurements were performed using a dry
contact technique at 0.25 MHz on five Prunus leaves. Av-
TABLE I. Measured properties of two different leaves of each specie.
Sample
hmicrom
m
hus
m
v air
m/s
v water
m/s
f1
KHz
f1
Np/m
Prunus 425 46410 2555 419 2754 91010
445 47525 27015 409 2834 80070
Ligustrum 345 3705 1963 298 2654 79010
540 5526 2873 348 2604 41610
Populus 250 2503 3655 436 7304 142040
280 2952 3515 416 5984 114050
Platanus 190 2142 2755 512 6404 3200100
235 2328 3699 570 8054 2070100FIG. 1. Theoretical solid line and experimental insertion loss and phase
shift vs frequency for a P. Laurocerasus and a P. x Euroamericana leaf.
FIG. 2. Theoretical solid line and experimental insertion loss and phase
shift vs frequency for a P. Laurocerasus and a L. Lucidum leaf.
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eraged velocity was 29335 m /s, which agree with the
value obtained with the air-coupled technique.
Finally, Fig. 3 shows that the response of the first thick-
ness resonance of a Prunus leaf changes as it is left to dry at
ambient conditions. A similar behavior was found in the
other species. Loss of water is measured by weighing the leaf
with a high precision balance. As water evaporates the reso-
nance frequency and the velocity decreases while the attenu-
ation increases. Initially mass loss 
2.0% no thickness
variation is observed 40015 m, from 2.0% to 2.6% of
mass loss, thickness reduces steadily down to 360 m. This
velocity decrease can be explained by an increase of the
compressibility of the cells that build up the leaf structure
due to a loss of pressure in the vacuole membrane produced
by the loss of water, that is, a decrease of the turgor pressure.
Calculated values of the compressibility are 37.3, 34.1,
31.25, and 28.4 MPa, respectively.
The research presented demonstrate the possibility to ex-
cite and sense thickness resonances of plant leaves using
air-coupled ultrasonic spectroscopy and to determine, simul-
taneously, thickness and velocity and attenuation coefficient
of ultrasounds. Response of the first thickness resonance is
well described by assuming the leaf as homogeneous and
isotropic; deviation of higher resonance orders from this be-
havior can be attributed to the layered structure of the leaf.
Measurements suggest a close relationship between ultra-
sonic parameters and leaf development stage or environmen-
tal conditions. Evergreen and deciduous species present
different ultrasonic properties that can be attributed to varia-
tions of leaf morphology and composition that depends on
the leaf life-span. In addition, for similar species, the attenu-
ation coefficient is larger and increases more rapidly with the
frequency for those leaves having the thicker SM. Finally,
ultrasound velocity and attenuation shows a great sensitivity
to variations of the leaf water content, mainly due to the
variations of turgor pressure associated to the changes in the
water content.
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FIG. 3. Evolution of experimental insertion loss and phase shift vs fre-
quency of a P. Laurocerasus leaf as water content decreases.
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